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Information – Balls Standard DIN 5401:2022-08 

 

 

 
This data sheet provides a summary of the ball standard DIN 
5401:2022-08. 
 
The following terms and definitions apply to the application of 
the standard: 

 
 

 
      

Notional diameter of the balls 
Dw 

The diameter figure used for the general description of a ball size. 
 

Individual diameter of a ball 
Dws 

The distance between parallel levels that touch the surface of the ball. 
 

Mean diameter of a ball 
Dwm 

Arithmetic mean calculated from a ball’s largest and smallest individual diameter (Dws). 
 

Ball diameter fluctuation 
VDws 

Difference between a ball’s largest and smallest individual diameter (Dws). 
 

Ball shape deviation 
tDws 

Radial distance in each equatorial level between two concentric circles that enclose the profi le 
with the smallest possible gap, measured using the least squares collocation method (LSC). 
 

Batch 
A specific quantity of balls produced under the same conditions that have largely similar 
properties. 
 

Average ball diameter of a batch 
DwmL 

Arithmetic mean calculated from the largest/smallest average ball diameter (Dwm) in a batch. 
 

Ball diameter variation within a batch 
VDwL 

Difference between the largest/smallest average ball diameter (Dwm) in a batch. 
Note: This parameter applies only to balls in classes G3 to G200, excluding G80. 

 
Grade tolerance 
ST 

Range in which ‘DwmL’ is allowed to fluctuate within a grade. 
Note: The grade tolerance (ST) is identical in its amount to grade interval (IG). 
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Ball diameter variation within a grade 
VDwA 

Difference between the largest/smallest average ball diameter (Dwm) within a grade. 
Note: This parameter applies only to balls in classes G300 to G700 and G80. 
 

Grade intervall 
IG 

Amount in which the permitted deviation of the ball’s notional diameter is evenly sub-divided. 
 

Class 
G 

Specifi c combination of tolerances of size, shape, surface roughness and diameter spread. 
Note: Each class is identified with a number preceded by the letter G.  
 

Grade 
S 

Distance of (in the case of VDwL) a batch’s or (in the case of VdwA) part of a batch’s average 
ball diameter from the ball's notional diameter (Dw), rounded to a whole-number multiple of 
the grade interval (IG). 
 

Maximum deviation 
In terms of this norm, the maximum limiting deviation of the average ball diameter (Dwm) from 
the ball’s notional diameter (Dw). 
 

Surface roughness 
Ra 

In terms of this norm, any deviations from a geometrically perfect surface, with shape deviation 
and undulation not being counted. 
 

Undulation 
MDw 

In terms of this norm, chance or periodic deviations of the ball surface from the ideal ball 
shape. 
Note: Undulation should be measured using the vibration velocity method and sub-divided 
into undulation bands using Fourier analysis. 
 

Visual feature 
Deviation from an ideal, completely closed spherical surface 
Note: The following features are generally present: 

o Residues from previous machining processes (e.g., surface not lapped or insufficiently lapped), 
Inhomogeneous surface structure; 

o Mechanical damage such as cut marks, flattening, scratches, abrasions; 
o Cracks, discoloration (e.g., oxidation). 
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Material and Hardness 
 
The materials listed in the following table are a practical selection. 
Other materials can be agreed upon. 
        

 Material Diameter Hardness of surface ᵃ  

 No. Name Standard over to    

 Material-Group 1: Bearingsteel, hardened (without Stainless steel)  

  1.3505 100Cr6 DIN EN ISO 683-17 0,4 12,7 61,8 - 67 HRC  

 1.3505 100Cr6 DIN EN ISO 683-17 12,7 25,4 60 - 66 HRC  

 Material-Group 2: Bearingsteel, hardened, rust-resistant  

 1.3541 X47Cr14 DIN EN ISO 683-17 0,4 12,7 54 - 60 HRC  

 1.3541 X47Cr14 DIN EN ISO 683-17 12,7 25,4 54 - 60 HRC  

 Material-Group 3: Stainless steel, hardened  

 1.4034 X46Cr13 DIN EN 10088-3 - 12,7 54 - 60 HRC  

  1.4125 X105CrMo17 DIN EN 10088-3 0,4 12,7 57 - 62 HRC  

        

ᵃ Material groups 1, 2, and 3: The specified hardness values are achieved during heat treatment. The subsequent hard 
machining results in work hardening in the outermost surface zone, which leads to a certain, unforeseeable increase 
in hardness. Therefore, the upper limit may be slightly exceeded in the surface area. 

 

 

Dimensional and shape accuracy, roughness 
                  

   Dw tDws                

 Grade 
Notional sizes Max. sizes VDws Ra VDWL VDWA IG / ST        Grade range and split      

   
mm                  
over to 

µm                                       
+/- 

µm             
max. 

µm           
max.  

µm              
max. 

µm              
max. 

µm µm  

 G3 - 12,7 5,32 0,08 0,01 0,13 - 0,5 -5 to 0,5 0 +0,5 to +5  

 G5 - 12,7 5,63 0,13 0,014 0,25 - 1 -5 to -1 0 +1 to +5  

  G10 - 25,4 9,75 0,25 0,02 0,5 - 1 -9 to -1 0 +1 to +9  

  G16 - 25,4 11,4 0,4 0,025 0,8 - 2 -10 to -2 0 +2 to +10  

  G20 - 38,1 11,5 0,5 0,032 1 - 2 -10 to -2 0 +2 to +10  

  G28 - 50,8 13,7 0,7 0,05 1,4 - 2 -12 to -2 0 +2 to +12  

  G40 - 100 19 1 0,06 2 - 4 -16 to -4 0 +4 to +16  

  G80 - 100 14 2 0,1 - 4,0 4 -12 to -4 0 +4 to +12  

 G100 - 150 47,5 2,5 0,1 5 - 10 -40 to -10 0 +10 to +40  

               

Note: Contrary to the standard, SKT GmbH's range of grades can be delivered in a much wider range                        
(from -50 to +50µm). Furthermore, it is also possible to produce grades outside this extended range. 
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Presentation of grades and sorting principles 
 

VDwL sorting parameters (valid for classes G3 to G200, except G80) 

 

 

 

1  Borderline positions within a variety 
2  Smallest ball in the batch 
3  Largest ball in the batch 
4  Total variation within a packaging unit 
5  Total position range of a variety 
 

 

 

 

 

 


